ULTRA SEAT CORPORATION

Operational Guide
for the Ultra M445C

Height  This straight air 12V suspension is adjusted by the air valve switch located on the front
Adjustment middle of the suspension. This suspension can be adjusted to whatever height the
Procedures: operator chooses up to a maximum of 3 1/2”.

To Raise: Simply push in on the valve switch located on the top-middle of the suspension.
The suspension will then lift as it fills with air. When you reach your desired height
let go of the air valve switch.

To Lower: To lower the suspension pull the air valve switch out. As the air starts to escape the
suspension, your suspension will begin to go down. When the suspension will not go
down any further, all the air is out of the suspension.

Back Angle The backrest has 7 different positions. To adjust the backrest, lift upwards on the
Adjustment: grey triangular lever (located on the left side of the seat cushion) while pushing or
pulling on the backrest of the seat. The backrest will also fold all the way down until
it is completely flush with the seat cushion.

Fore and Aft The seat has 11 different positions and 6” of travel. The handle for the fore and

Adjustment: aft adjustment is located between the seat upper and the suspension on the
right-hand side. Simply pull the handle away from the seat (to the left) then
push back or pull forward on the seat. The seat will then slide freely. To lock the
seat into the position let go of the handle. Always test to make sure your seat is
locked into place by slightly rocking the seat back and forth.
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Armrest
Adjustment:

Headrest
Adjustment:

Seat Belt:

If your seat is equipped with any accessories: armrest, headrest and/or seat belt

To adjust the height use the roller adjuster found on the bottom of the armrest. Roll
it to the left to go down and right to go up. The tip-up armrest will go straight up to
make it easier for the operator to get in & out of the machine.

The headrest has adjustments up and down. Firmly grip the headrest then pull up
or push down for your desired height.

Gently pull on the belt part of the seat belt. It is located on the left side of the seat
under the armrest. The metal end then clicks into the other part of the seat belt on
the right side of the seat. After the belt is inserted give the belt a little tug to ensure
that it is clicked into place properly. To release the seat belt, push the red button on
the seat belt that is attached to the right side of your seat.
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