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Heavy duty air ride suspension
8 air bolster supports for back legs and thighs
Air bolster operated by built in 24V compressor
Manually adjusted air suspension
Provision for second damper
Adjustable damper
Fore and aft adjustment
Air lumbar support
Front controls for seat tilt and back adjustments
Headrest included
High backrest
559 ACS black leather - 830-93
559 ACS sapphire fabric - 830-94
559 ACS black leather (24V compressor) - 830-93C
559 ACS sapphire fabric (24V compressor) - 830-94C
(All front control)

Features:
Adjustable armrests 2” (pair) - 830-31
Adjustable armrest 3” R/H - 830-32
Adjustable armrest 3” L/H - 830-33
Adjustable armrest 4” R/H - 830-39R
Adjustable armrest 4” L/H - 830-39L
Retractable seat belt 2” - 810-65
Retractable seat belt 3” - 810-67
“Z” bar mounting brackets - 810-59
Mounting plate - 850-59
4” pedestal base - 830-71
7” pedestal seat base - 830-70
Turntable - 810-60
Seat base for mounting in class 6, 7 & 8 trucks - 830-41

Options:
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Ultra

559 ACS - Air Ride - Dimensions

Note:  Mounting Plate & “Z” Bar mounting brackets accomodate a wide range of bolt patterns.
Dimensions shown at mid-suspension stroke.

559 ACS - Air Ride - Weight 110 lbs.
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