ULTRA SEAT CORPORATION
ULTRA M672
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Features: Options:
+ Heavy duty mechanical suspension + Non-retractable seat belt 2” - 810-65NR
+ Available with low or high profile base + Non-retractable seat belt 3” - 810-67NR

+ Heavy duty vinyl bucket seat

+ Heavy duty damper

+ 3”7 suspension height adjustment

+ Multiple double locking fore and aft adjustments between:
the seat & the suspension, and the suspension & the base

¢ 10 degree seat upper off-set

+ Weight adjustment from 50-130 kg (130-275 Ibs)

¢ Ultra M672 high profile black vinyl - 870-76 Call Us Today
Phone: 1-800-667-7328
03/08/07 Fax: 1-888-667-7328

www.ultraseat.com



Ultra Seating
M672 - Dimensions
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Full Full
Extension Extension
2. 620 mm 2. 832mm
(24.37 inches) (32.75 inches)
Mid Mid
Extension Extension
3. 582 mm 3. 795 mm
(22.87 inches) (31.25 inches)
No No
Extension Bolt Hole Mounting Pattern: Extension
391 mm- 406 mm x 176 mm
(15.37"- 16" x 6.93")

‘ 468 mm ‘
(18.5 inches)

M672 - Mechanical - Weight 150 lbs.
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