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COMPATIBLE WITH KOMATSU PART NO. 

200-168 {M8 x 60MM LG}
BOLTS GO THROUGH 1ST 

WASHER}
 {5/16'' GRADE 8 FLAT 

{8MM NYLON NUT}
200-216 LOCK NUT (4X) 

200-264 WASHER (4X)

200-280 SPACER (12X)

AND 7TH HOLES IN BOTTOM 
OF RAILS

28MM SPACER} 
{3MM X ID 8.5 X OD 

40-32113 (NOT INCLUDED WITH SEAT)

SEAT IF PRESENT
SPACER FROM ORIGINAL 
RE-USE MOUNTING 

425-S33-3181 OR 425-S33-5181 OR 426-

NOTE:REUSE BRACKET FROM OLD SEAT

USE BOLTS SUPPLIED {M8 X 
60MM BOLT (4X)} OR RE-USE 
MOUNTING BOLTS FROM 
ORIGINAL SEAT IF LONG 
ENOUGH.

250-620 J878C KSU GRM BOLT KIT

4 x 200-216

4 x 200-168

4 x 200-264

12 x 200-280

1 2 3

NOTE: TEMPORARILY REMOVE SEAT CUSHION TO ACCESS FRONT HOLES IN BRACKET.
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